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DESCRIPTION 
HV102 A&B is a Silicone based pressure sensitive adhesive. The 
product has many advantages over other types of pressure sensitive 
adhesives. These include a wider service temperature range of use, 
good environmental stability and good adhesion to low energy 
surfaces. The inertness of the cured Silicone polymer makes it 
especially useful for medical and electronic applications. 
 

PRODUCT FEATURES 
• Excellent Versatile Adhesive 
• Aggressive Surface Tack 
• Very Tough, Elastomeric Cure 
• Bonds well to many low energy materials 
• Wide Temperature Use Range 
• Clear and Colorless 
• Easy to Use 1:1 Mix Ratio 

  

TYPICAL UNCURED PROPERTIES 
Values Approximate 
              HV100A              HV100B            HV100A&B 
Color              Clear, Colorless       Clear, Colorless      Clear, Colorless 
Viscosity              35,000 cps             35,000 cps            35,000 cps  
Specific Gravity   1.0                           1.0                           1.0 

 

USAGE 
Mix Ratio 
  Part A  Part B 
By Weight 100  100 
By Volume 100  100   
     

CURE CYCLE 
@25ºC  Gel time 1 hour 
  Cure time 8 hours 
@65ºC  Gel time 10 minutes 
  Cure time 30 minutes 
 
TYPICAL CURED PROPERTIES 
Values Approximate 
 
Appearance   Clear, Colorless 
Durometer   825A 
Temperature Range of Use  -80ºC through 200ºC 
Cured Surface   Aggressive Tack 
 
 
 

APPLICATION 
HV102 A&B is best applied through a 2 component dual syringe 
and dispensed through a static mixer. This eliminates the need to 
proportion and hand mix material. 
 
STORAGE AND HANDLING 
Shipping: Recommended temperature 
Storage: Store at 25ºC for up to 6 months 
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